1-1/2" ITEM 403.19 ASPH. CONC., TYPE 7F TOP COURSE
2" ITEM 403.13 ASPH. CONC., TYPE 3 DENSE BINDER

6" ITEM 403.11 ,
ASPH. CONC., TYPE 1 BASE SAW CUT EXIST. PAVT
EACH SIDE, TACK
COAT ALL SIDES
ITEM 304.03

SUBBASE COURSE TYPE 2

Tt

\ |
- EXISTING
ASPHALT

e 611

I /
EXISTING |—1v
ASPHALT

ITEM 206.02
PAY LIMITS FOR TRENCH
AND CULVERT EXCAVATION

ITEM 203.07
SELECT GRANULAR FILL ——]

#1 AND #2 CRUSHED STONE —
BEDDING CONFORMING TO \/
NYSDOT MATERIAL Y
SPECIFICATION 703.0201 \/

PIPE ZONE BEDDING = (0.5 x 0.D.+ 6")
CRUSHED STONE

\/\ OPTIONAL EXTRA BEDDING
& AS ORDERED BY ENGINEER

1. REMOVE EXISTING PAVEMENT AND PAVEMENT SUBBASE
UNDER [TEM 203.02

TYPICAL TRENCH IN PAVED AREA

NOT TO SCALE
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REVISED



